
RADIALVENTILATOREN
BEIDSEITIG GELAGERT

RADIAL FANS
BEARINGS ON BOTH SIDES

RADIAL FANS
DOUBLE-FLOW AND BEARINGS ON BOTH SIDES



RADIALVENTILATOREN FÜR GROSSE VOLUMENSTRÖME

RADIALVENTILATOR EINFLUTIG

Beidseitig gelagerte einflutige Radialventilatoren werden vorwiegend in 
der Zementindustrie eingesetzt, da es sich hier um besonders raue  
Betriebsbedingungen handelt. 

RADIALVENTILATOR DOPPELFLUTIG

Durch die zwei An saug öff nun gen und die beidseitige Lagerung kann der 
Volumenstrom bei gleichem Laufraddurchmesser und gleicher  
Strömungsgeschwindigkeit am Eintritt annähernd verdoppelt werden. 
Dies spiegelt sich in einer kompakten Bauweise mit hoher Leistungs-
dichte wider. 
Durch unsere strömungstechnisch optimierten Saugtaschen und das 
damit verbundene schmälere Einbaumaß verwenden wir die kürzest 
mögliche Welle und sparen dadurch Kosten.

Volumenströme: 100.000 – 1.500.000 Bm³/h
Druckerhöhung:  2.000 – 9.000 Pa
Motorleistung: 800 – 5.000 kW

STRÖMUNGSOPTIMIERTE SAUGTASCHEN

Der saugseitige Rohranschluss erfolgt bei beidseitiger Lagerung meist 
über strömungsoptimierte Saugtaschen, um die Umlenkung bei gerin-
gem Platzbedarf möglichst verlustfrei zu gestalten. Das begünstigt ein 
sauberes Strömungsbild mit geringem Turbulenzgrad am Eintritt, was 
den Füllgrad und die Effizienz des Laufrades maßgebend beeinflusst. 
Gehäuse- und Saugtaschenwinkel lassen sich flexibel miteinander  
kombinieren und erleichtern somit die Platzierung in der Anlage. 

SIMULATIONSVERFAHREN

Mittels CFD-Simulation optimieren wir die Anströmung unserer Venti-
latoren und stellen einen hohen Wirkungsgrad sicher. Unsere theoreti-
schen Berechnungen werden auf Prüfständen mit Modellen verifiziert 
und kontinuierlich weiterentwickelt.  
Mit der Festigkeitsberechnung im Zuge von FE-Simulationen verbessern 
wir stetig die Bauweise unserer Radialventilatoren und erweitern so den 
Volumenstrombereich für Laufräder.

Weitere Informationen erhalten Sie 
unter www.scheuch-components.com

Scheuch COMPONENTS GmbH
Weierfing 68
4971 Aurolzmünster
Austria
Phone  +43 7752 905 - 0
E-Mail  office@scheuch-components.com
Web www.scheuch-components.com

Durch die robuste Bauweise von Scheuch COMPONENTS Radialventilatoren können auch große Volumenströme mit  
fliegender Lagerung realisiert werden. Eine beidseitige Lagerung ist auf Kundenwunsch möglich bzw. wird ab Überschrei-
tung einer kritischen Laufradmasse umgesetzt. Je nach Einbausituation und Größe gibt es die Variante auf einer  
zusammenhängenden Stahlkonsole oder auf einem Betonfundament.

RADIAL FANS FOR LARGE VOLUMETRIC FLOWS

SINGLE-FLOW RADIAL FAN

Single-flow radial fans with bearings at both sides are primarily 
used in the cement industry due to the harsh operational conditions 
present there.

DOUBLE-FLOW RADIAL FANS

Thanks to the two suction openings and the bearings on both sides, the 
volumetric flow can be nearly doubled while keeping the same impeller 
diameter and the same flow velocity at the inlet. This is reflected in a 
compact design with high power density. 
Our flow-optimized suction pockets and the smaller dimensions that 
can be achieved as a result allow us to use the shortest possible shaft, 
thus saving costs.

Volumetric flows: 100,000 – 1,500,000 Am³/h
Pressure increase:  2,000 – 9,000 Pa
Motor power: 800 – 5,000 kW

FLOW-OPTIMIZED SUCTION POCKETS

If bearings are mounted on both sides, the suction-side pipe connection 
is usually established via flow-optimized suction pockets to ensure that 
the flow is redirected with minimal loss when space is limited. This 
creates a clean flow pattern with low turbulence at the inlet, which has 
a significant impact on the filling ratio and efficiency of the impeller. Ca-
sing angles and suction pocket angles can be combined flexibly in order 
to facilitate placement in the plant. 

SIMULATIONS

We use CFD simulations to optimize the inflow of our fans and ensure a 
high degree of efficiency. Our theoretical calculations are verified with 
models on our test stands and undergo continuous development.
Strength calculations in the context of FE simulations allow us to keep 
improving the design of our radial fans and expanding the volumetric 
flow range for single-flow impellers.

For more information, visit
www.scheuch-components.com/en
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The robust design of Scheuch COMPONENTS radial fans makes it possible to achieve large volumetric flows with the fan 
mounted in an overhung position. Bearings can be provided on both sides if requested by the customer, and this configura-
tion is implemented as standard above a critical impeller mass. The fan can be installed on a steel bracket or a concrete 
foundation depending on the size and installation situation.

RADIAL FANS FOR LARGE VOLUMETRIC FLOWS

DOUBLE-FLOW RADIAL FANS

Thanks to the two suction openings and the bearings on both si-
des, the volumetric flow can be nearly doubled while keeping the 
same impeller diameter and the same flow velocity at the inlet. 
This is reflected in a compact design with high power density. 

Our flow-optimized suction pockets and the smaller dimensions 
that can be achieved as a result allow us to use the shortest 
possible shaft, thus saving costs.

Volumetric flows: 100,000 – 1,500,000 Am³/h
Pressure increase:  2,000 – 9,000 Pa
Motor power: 800 – 5,000 kW

SIMULATIONS

We use CFD simulations to optimize the inflow of our fans and 
ensure a high degree of efficiency. Our theoretical calculations 
are verified with models on our test stands and undergo continu-
ous development. 

For more information, visit
www.scheuch-components.com/en
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The robust design of Scheuch COMPONENTS radial fans  
makes it possible to achieve large volumetric flows with the fan 
mounted in an overhung position. Bearings can be provided on 
both sides if requested by the customer, and this configuration is 
implemented as standard above a critical impeller mass.

If bearings are mounted on both sides, the suction-side pipe 
connection is usually established via flow-optimized suction 
pockets to ensure that the flow is redirected with minimal loss 
when space is limited. This creates a clean flow pattern with 
low turbulence at the inlet, which has a significant impact on the 
filling ratio and efficiency of the impeller. Casing angles and suc-
tion pocket angles can be combined flexibly in order to facilitate 
placement in the plant. 

The fan can be installed on a steel bracket or a concrete founda-
tion depending on the size and installation situation.

Single-flow radial fan with bearings on both sides and suction pockets

Double-flow radial fan with bearings on both sides, without suction pockets 

Single-flow radial fan with bearings  
on both sides and suction pockets

Double-flow radial fan with bearings  
on both sides, without suction pockets


